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Today’s multi-device delivery scenario -  to TV, PC and 
handheld devices - puts high demands on broadcasters, 
multi-channel operators and product manufacturers. 

+�)��
	�'���
���
�#'�##������(���,-���#�'�#��	�%�����#������

##��#����.������
���������//������/��'
�#�
�����	�%�����
����-)��
���%��#��#����/����(��0��
��#�����������#-'��&

1�%����#��#�
������)�
'����%����#���'
�����)��,-
	��&�����
������	�)���,-����������	�%���'-	���	��/��'
�#�
���%��#���#�
�/�����#
'��
##����#���(���)�	���'�	�2�(������
��	�
�����
�����#���
��
//����,-
	��&�������/�����
���)����������#��-	��.��
�	
����������#�
��	���#���)�
���
���#�������������	�%���
��
���#����
��������#�����-#����2����������#�
����%��&

��#���)���)��
	�
##��#�
�����	�%���'�����#�/���,-
	����
#�

	#��	��������(���
		��)�#&�3��	���2����������
�
	�)�
��)�����#���-	���������
����	
##�/������#�.��������
.	��
'�
�#����(���)��
	�������	�)��#��
%�����
����
���
'���
��%����'���&�4������'���/������#�)����
		��
%������������

.	���//�������,-
	������
���)��
	���
�#'�##����-���	�������)�
�
�
��������#�
�����#��	�&����#�-��������
.	��5��)��
	��	�//6�����#�
,-
	������-�
�����
.	��	�%�	#&

1�����������##��)�	
�������.	�'#�
��#��(������(��
���%�����)��7����8+����/��'�8+����9+����	�(�����#�	-����#��

�����'���##��)�����#�)�
	����������
%
�	
.	��.
��(����&�
1	#������#��
�
��������##��)��/�
-�����%�����
����
�
��
��
	�
�����#�������:
��������.	�'#&

1��������
�#'�##����	
����.��
��
#���#�����-�����/
'�	�
��
;<����.	�'#�(����
���(���
		��)������%��
)��
��������/���
��������.	�'#��
-#���.�'������
���	#�
��	�(�����(��#&

<���'-	�����
���	���#���.-����������
���#�
�����	��)����
�
'-	���	������/���#���.-�����#���#�����������(��0�
��������/����
	
�������
�0���	�##�
���#�������:
�����
���
�������
	�
�������
	�/���	�(�,-
	����%���#&

=����#��������	
����
���
-#�������#����������2�&�<����2
'�	��
.	��0���##��
-#���.���'���##����	��0#�#�'�	
������
�0���
	�##>.��������#��������.�����#�������.�2�?�����%��@&

<������#���
#��������,-
	���'-#��.��
##�##���
��'-	���	��
�����#�
���##��������(��0����	-���)�
�������-�-#���#��
����-)��
��������������%����?�;+����#�������.�2@��������������
�A�#���
'�#
'�	�&��

RTM systems compare the following:
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RTM features:
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Degradation thresholds may be  pre-configured by 
your engineering staff in RTM for reliably finding 
errors in several key areas: 
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Applications:
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Single Ended Test Operations:
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RTM saves valuable time and money by:
- Finding quality problems that you have missed
- Confirming errors that you have already observed
- Recording only the audio and video of each error
  with synced source content for off-line analysis 
- Combining several A/V quality measurements into
  one solution that automatically compiles scores for
  any testing duration 
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RTM - Main User Interface
Control
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RTM Player

RTM - Dual-Channel Signal Flow Diagram
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RTM  Dual Channel Signal Flow Diagram
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RTM Desktop, Rackmount and Portable Model: RTM-S2042

Models: RTM-S1082, RTM-S1082-IP*
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RTM 1RU Model: RTM-S1082

RTM 3G Desktop, Rackmount and Portable Model: RTM-S2043
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