
A Certified GameChanger
Testing your long distance IP runs

Connecting You To More



When the standard solution isn’t enough
1Gb/s and PoE+ over 200 meters - That’s a GameChanger

Connecting You To More

Testing Beyond the 100 Meter Limit
Whether you’re submitting certified test 
results for the 25 Year GameChanger Warranty, 
or just looking to ensure the success of your 
installation, testing your long distance cabling 
channels has never been easier.

As of December 2018, the following companies 
support the testing of the GameChanger 
Cable. Additional support is being added 
regularly, for the most current list of supported 
devices, please visit www.paigedatacom.
com/#gc_testing

AEM Test Pro - v1.3.1 or higher
Fluke DSX Cable Analyzer - v6.0 or higher
Ideal Networks LanTEK III
NETSCOUT OneTouch AT
Softing WireXpert - v8.0 or higher
Viavi T-BERD 5800v2; 5882; 5800-100G5

There are two Channel types that you can test 
for. The 1Gb/s Channel is for cable channels 
between 0-656 feet (0-200 meters).  The 
second test is for 10Mb/s which is intended 
for cable runs between 657-850 feet (200-259 
meters).

As a reminder, UL has verified our claims of 
1Gb/s and PoE+ over 656 feet, and 
10Mb/s and PoE+ over 850 feet. For 
more info on our UL verification visit 
verify.ul.com

Paige DataCom Solutions
1160 Springfield Rd

Union, NJ 07083
908.687.7810

sales@paigedatacom.com

GameChanger Part Numbers:
258310333 - Riser, Yellow w/ Black Stripe
258300336 - Plenum, Blue w/ White Stripe
258300310 - Plenum, White
258330804 - OSP, Black
258340804 - OSP Shielded, Black

www.paigedatacom.com/gamechanger

Cable ID: 656 FOOT PATCH  CORD Test Summary: PASS
Date / Time: 12/13/2018  10:23:37 AM Operator: D  COLEMAN Model: DSX-8000
Headroom 7.0 dB (NEXT 36-78) Software Version: V6.0 Build 6 Main S/N: 1746091
Test Limit: GameChanger 1Gb/s Channel Limits Version: V7.0 Remote S/N: 1746099
Cable Type: GameChanger CMP Calibration Start Date: Main Adapter: DSX-CHA804
NVP: 72.0%   Main (Module): 05/22/2018 Remote Adapter: DSX-CHA804

  Remote (Module): 05/22/2018

Project: PAIGE INTERNAL Untitled1

LinkWare™ PC Version 10.0

Length (ft) [Pair 12] 656
Prop. Delay (ns), Limit 1080 [Pair 45] 966
Delay Skew (ns), Limit 62 [Pair 45] 39
Resistance (ohms) [Pair 45] 22.33

Insertion Loss Margin (dB) [Pair 45] 1.6
Frequency (MHz) [Pair 45] 100.0
Limit (dB) [Pair 45] 35.2

Worst Case Margin Worst Case Value
PASS MAIN SR MAIN SR
Worst Pair 36-78 36-78 36-78 36-45
NEXT (dB) 7.0 8.5 12.5 9.0
Freq. (MHz) 2.3 1.9 88.0 95.5
Limit (dB) 57.6 58.9 31.0 30.4
Worst Pair 36 36 36 36
PS NEXT (dB) 8.1 9.2 13.7 10.8
Freq. (MHz) 3.0 3.1 90.8 95.3
Limit (dB) 52.6 52.3 27.8 27.4

PASS MAIN SR MAIN SR
Worst Pair 12-78 12-78 78-36 36-78
ACR-F (dB) 2.8 2.7 5.2 5.4
Freq. (MHz) 52.5 53.3 95.5 95.5
Limit (dB) 23.0 22.9 17.8 17.8
Worst Pair 78 78 36 78
PS ACR-F (dB) 4.8 5.4 7.8 6.8
Freq. (MHz) 52.3 53.3 95.5 95.5
Limit (dB) 20.0 19.9 14.8 14.8

N/A MAIN SR MAIN SR
Worst Pair 36-78 36-78 36-45 36-45
ACR-N (dB) 7.7 9.2 14.7 10.7
Freq. (MHz) 2.3 1.9 92.3 95.5
Limit (dB) 52.4 54.1 -3.0 -3.9
Worst Pair 36 36 36 36
PS ACR-N (dB) 8.8 9.9 16.5 13.5
Freq. (MHz) 3.0 3.1 92.3 95.3
Limit (dB) 46.6 46.2 -6.0 -6.9

PASS MAIN SR MAIN SR
Worst Pair 12 36 45 36
RL (dB) 10.3 8.8 15.8 8.8
Freq. (MHz) 1.3 1.3 96.8 1.3
Limit (dB) 17.0 17.0 10.2 17.0

Compliant Network Standards:
10BASE-T 100BASE-TX 100BASE-T4
1000BASE-T 2.5GBASE-T ATM-25
ATM-51 ATM-155 100VG-AnyLan
TR-4 TR-16 Active TR-16 Passive

656 ft

Wire Map (T568B)
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An example of a passing result, on a 656 foot channel.
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